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PILLAR 57

FRONTIER

QUARTZ TYPE PILLAR FITTING™

PFA tube/quartz tube connector
with excellent sealability,

tube retention strength, and | / i
thermal creep properties f
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B Features H Cross-sectional structural drawing

®
I Excellent safety /@}Qp 0 2 2 &
This product provides excellent retention strength by using the P-series 7 7 -
: = g b :

Super 300 Type PILLAR Fitting™ to hold the PFA tube and a stopper to

hold the quartz tube. ( :‘ 7}»

I Excellent chemical resistance

All wetted parts employ PTFE or PFA to provide excellent chemical Quartz tube side ;‘1_&-’ PFA tube side
resistance.

[\[o} Part name Material b Part name ‘ Material

I Clean and high quality

1 Body PTFE 6 Sleeve PFA
Integrated production covering materials, molding, processing, 2 Ferrule PTFE 7 Union nut PFA
assembly, and cleaning is implemented in our own factory cleanrooms 3 Stopper PFA 8 Gauge ring ETFE
compliant with ISO 9001 and ISO 14001. 4 Union nut PFA 9 PFA tube PFA
5 Quartz tube Quartz

B Operating range
» Maximum operating temperature: 200°C ” MPaG

» Maximum operating pressure: 0.4 MPaG
» Applicable fluid: Liquid

» Applicable tube sizes: 6 to ¢25, 1/4" to 1"
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QUARTZ TYPE PILLAR FITTING™

H Applicable quartz tubes
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Minimum required straight length
Unit: mm
S R A A
PBXp4 8 4 6 4 17 27
@ 10Xp6 10 6 9 4.5 19.5 33
@ 12Xp8 12 8 11 5 23 39
d16Xp12 16 12 13 6 26 45
®19%p15 19 15 135 6.5 28 48
»20Xp 16 20 16 13.5 6.5 28 48
»25Xp20 25 20 23 8 35 66
Note: Quartz tubes require grooves of the sizes shown above. Quartz tubes are outside the scope
of our supply.

M How to order

Q

RUS8 - P8A

" Fitting
Quartz tube Fitting Q%"ﬂgié%be Super 300 Type Pgtﬁ;i%t;e material
type configuration diameter P-series diameter A =PTFE
B =PFA
Unit: mm
PFA tube
Inch size
. Tolerance
Thickness =
.D. 0.D. ‘Thlckness
Bx4 +0.10 6.35X3.95 | w2 1.2 +0.10
8X%6 9.53%x6.33 | W3
—F 1.0 +0.06
108 12.7xX9.56 w4 +0.12 | £0.10
R — +0.12 1.6
12x10 19%X15.8 | W6
19%15.8 1.6 25.4x222 | W8 +0.20
+0.10
26x22 1.5 +0.20

M Installation method For installation, be sure to read the instruction manual.

@® How to install on the quartz tube side

@ Slide the nut onto the quartz tube.

(@ Mount the stopper in the groove on the quartz tube.

(3 Make sure that the ferrule is oriented correctly and then
slide it onto the quartz tube.
Tighten the nut firmly by hand and then fasten it half a
turn with an open-end spanner or similar tool. (Take
care not to fasten the nut excessively.)

- 5822k

2 =882 _
5 = g,

5 7 32
58 lr A | 5 P ztﬁsu
2 ! S¢E

2 y— 2

2 ﬁ_h/ g°

g ot =

e Minimum ‘ (A)

% required straight f

= length 2

(P)
Unit: mm

o BEE o o] @ [ e Jral [ w | w o]

8-P8B 8 41 8 6 64 27 [ 17 |19 50.7 |18 6
10-P10A | 10 6|10 8 715| 33| 22 |23 56.7 |21 8
10-PW3A | 10 6| 953| 6.33| 715| 33|22 (23 56.7 |21 8
12-PBA 12 8| 6 4 71839 |27 |16 53.9 |23 4
12-PW2A | 12 8| 6.35| 395| 71839 |27 (16 539 |23 4
12-P12A | 12 8|12 10 81.8| 39 | 27 |28 63.9 |25 10
12-PW4A | 12 8 (127 95 818| 39 | 27 |28 63.9 |25 10
16-P8A 16|12| 8 6 82 45|32 |19 61 |28 6
16-P12A | 16 | 12 |12 10 89 45 | 32 |28 68 |28 10
16-PW4A | 16 | 12 [12.7 95 89 45 | 32 |28 68 |28 10
19-P19A | 19 | 15 |19 158 |100 48 | 38 |38 78 |335]| 16
20-P19B | 20 | 16 19 158 |100 48 | 38 |38 78 |34 16
20-PWBB | 20 | 16 (19 158 |100 48 | 38 |38 78 |34 16
25-P25B | 25 | 20 (25 22 128.3| 66 | 50 |47.5 |100.3 |44 22
25-PW8BB | 25 | 20 |25.4 |222 |128.3| 66 | 50 [47.5|100.3|44 22

@ How to install on the PFA tube side
(Super 300 Type P-series)
@ Slide the union nut onto the tube.
(@ Press fit the sleeve into the tube.
3 Fasten the union nut until it comes into contact with the protrusion on the
gauge ring.

Width across flats of union nut
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5 Minimum ‘ (A) Width across
= required straight flats of body
length ) W1
L
(P
Unit: mm
Product No. | Quartz tube Tube
"o BB o5 @ [ e Jral e [ L [ [ [w Wi fue]ec
8-PBA 8 4| 6 4 50 27|17 |16 |425(265|34 |292|15 15| 4
8-PW2A 8 4| 6.35| 395| 50 27 |17 |16 |425|265|34 |292(15 15| 4
8-P8A 8 4| 8 6 53 27 |17 |19 |44 |[295|37 |30.7|18 15| 6
10-P10A | 10 6|10 8 605( 33|22 |23 |50 |[345|44 |352|21 19| 8
10-PW3A | 10 6| 953| 6.33| 605|333 |22 |23 |50 |345|44 [352|21 19| 8
12-P12A | 12 8|12 10 70.8| 39|27 |28 |58.3|405|52 |404 |25 23| 10
12-PW4A | 12 8 |12.7 oI5 708 39|27 |28 |58.3(40.5|52 |404|25 23| 10
16-P12A | 16| 12 |12 10 78 45 |32 |28 |655|43 |57 |445|25 28| 10
16-PW4A | 16 | 12 [12.7 9.5 78 45 (32 |28 |[655|43 |57 [445(25 28| 10
19-P1SA | 19| 15 |19 158 87648 |38 |38 |708|52 |68 |488|335|32| 16
20-P19B [ 20 | 16 |19 15.8 85.6(48| 38|38 |726(57.1|68.1|506| — — |16
20-PWBB | 20 | 16 |19 158 856|148 |38 |38 |726|57.1|68.1|506| — | — | 16
25-P25B | 25 | 20 |25 22 110.3| 66 | 50 [47.5|938|695|86 |658| — — | 22
25-PW8BB | 25 | 20 |254 |222 |110.3| 66 | 560 |475|938|695|86 |[658| — | — | 22
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Head office/Sales Headquarters
7-1, Shinmachi 1-chome, Nishi-ku, Osaka 550-0013, Japan
Phone: +81-6-7166-8326 Fax: +81-6-7166-8514

Email : sales@pillar.co.jp

https://www3.pillar.co.jp/en/product/
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Safety
attention to safety.

precaution

@ When using this product, please use correctly and pay sufficient

* Please understand that this catalog may change without prior notice.
3 The values shown on this catalog are reference values, not guaranteed values.
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